
3rd Ottawa Race Track
Illustrated Assembly Instructions

1. You will need:
1. Allen Keys (included in 

the case)
2. Phillips screwdriver 

(included)
3. Linesman’s pliers

2. Remove all of the components 
of the track from the case and 
lay them out on the floor. 
1. Sections of track have 

letters on the bottom of 
the Sections. In order they 
are (s) for Start, then (a) 
to (a), (b) to (b), (c) to (c), 
and finally (f) for Finish.

3. Start by assembling the top / 
start section of track (marked 
S and A)

(A) Section 
flange

(A) and (B)

(B) and (C)

(C) and (F) Stopper section

Assembling this track is a two-
person job. Additional helpers are 
useful when bolting sections 
together.



Assemble the legs first. Attach the 
long bars to the short and long 
legs (already attached to the start 
section) using the Phillips screws 
into the captive nuts on the legs. 
Ensure the hole in the bar is 
closest to the short leg.

Hole in bars is 
near the short 
leg

Once assembled, lay the start 
section on its side. Attach the 
flanges, starting with the largest 
one on the (a) section, using the 
Allen bolts. Align the sections as 
closely as possible. Loosely attach 
ALL bolts before tightening ANY 
bolts.  Proceed to attaching B and 
C sections.



The A section flange has 12 bolts 
that go through into the captive 
nuts on the flange, as shown.  The 
flange installs on the bottom of the 
track, with bolts passing through 
the top.

Hole in bars is 
near the short 
leg

The B and C sections use the 
smaller 6-bolt flanges, again under 
the sections, bolted from the top. 
All sections are easiest to bolt 
together from the top with the track 
on its side.

Insert all bolts loosely before tightening 
ANY of the bolts.



Once all sections are assembled, 
with 2 or more helpers, flip the 
track upright. Insert the 2 10-lb 
weights onto the white PVC bar 
and through the holes in the bars 
on the legs as shown.

Hole in bars is 
near the short 
leg

Bolt the stopper section onto the 
end of the track. The Finish timer 
attaches to holes in the track just 
above where the stopper section 
attaches. The bottom of the Finish 
timer needs to be aligned closely 
through the center holes in the 
track. The Finish timer hinges 
open and its bottom section slides 
under the track.  Bolt it in place 
with the same allen bolts you have 
been using.



Plug in the timer. 3 zeroes should 
display. If there are any dashes, 
the sensors may not be aligned 
correctly. Complete instructions 
are included in the track box. The 
timer resets automatically after a 
race, about 8 seconds.  Ties are 
rare but are possible, a re-race 
may be required.

Hole in bars is 
near the short 
leg

The starter bolts under the start 
section using bolts and stopper 
nuts (2) that are on the starter. A 
pair of pliers is required for this 
step. 

YOU ARE READY TO RACE.



Make sure the wooden blocks 
under each section of track remain 
in place.  This will prevent marring 
of the track surface.

Place the track sections in the 
case first, with a black strap under 
each section. This helps you get 
the track out of the case.

Please ensure all tools, parts and 
instructions are replaced in the 
case for the next section who uses 
the track.

Disassemble the track in the reverse 
order of these instructions. Flanges 
and starter must be removed for 
proper fit into the case.


